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SANITARY SEWERUtility

STANDARD MANHOLE, CAST IRONSize and Material

MANHOLE WITHIN PROPOSED
SIDEWALK

Utility Conflict Description

CROSSINGLongitudinal or Crossing

INSIDEPlacement Relative to ROW

Station Origin
674+29.72Start Station

8.9Start Offset

End Station

End Offset

NONELevel of Investigation Req'd
N/ATest Hole No

N/ATest Hole Depth

MINIMIZE - PROTECT IN PLACERecommended Action

Estimated Resolution Date

UTILITY COORDINATION IN PROGRESSResolution Status

ADJUST MANHOLE LID TO PROPOSED
GRADE DURING CONSTRUCTION (1-4"
VERTICAL LOWERING ANTICIPATED).
LOCATED 25" FROM EXISTING EDGE OF
PAVEMENT

Comment

8/14/2017 8:32:30 AMDate Collected 11/9/2017 5:45:01 PMDate Modified

SAWSUtility RIGSBYCorridor

29.398185791Latitude -98.440055329000003Longitude

O
W

N
ER

G
EN

ER
A

L 
IN

FO
LO

C
A

TI
O

N
SU

E
R

ES
O

LU
TI

O
N

SITE PHOTOS

Utility Conflict Report


